
Mounting

M-metal

C-ceramic

MAX MIN

62 10

62 10

100 10

100 10

94 12

152 13

123 13

213 14

222 17

129 17

117 12

133 16

17 6

17 6

21 6

17 6

17 6

21 6

17 6

17 6

21 6

22 5

205 6

22 5

106 6

513 14

518 14

510 14

VC12 Single Gang 113 11 M

400 16

415 37

415 6

VC14 Single Gang 68 12 M

VC15 Single Gang 25 7 M

VC16 Single Gang 22 7 M

VC17 Single Gang (butterfly) 12 7 C

VC18 Single Gang 39 4 C

VC19 2 Gang C

VC20 Single Gang 15 0 C

2 GangVC3 M

SRCC COMPONENT BANK

 VARIABLE CAPACITORS : UPDATED 18.07.2015

Capacitance pF

(all values approximate)

VC1 2 Gang

SRCC Ref Description

M

2 Gang MVC5

MVC4 2 Gang

2 Gang with reduction driveVC2 M

MVC6 2 X 2 Gang (on same mount, can be split)

M3 GangVC7

3 Gang MVC8

3 Gang MVC9

M5 GangVC10

M3 GangVC11

M3 Gang with trimmers (interesting piece!)VC13

? Too low for my meter!


